
 

  

 

 RESTORATION – CLEANING, SEALING & AFTERCARE – ENCAUSTIC CEMENT FLOOR TILES  

INTENSIVE CLEANING & SEALING GUIDE FOR ENCAUSTIC TILES – REMOVING CEMENT RESIDUES 
The following is a cleaning and sealing guide for your encaustic floor tiles. The products and methods specified should ensure that the stains from 
grout and other spillages are sufficiently removed. Future cleaning and aftercare then made easier following the application of a suitable  
protective seal. 

 

 

 

 

 

 

 

 
 

1. REMOVING STAINS CAUSED BY DARK GROUT DAMAGE ON UNSEALED ENCAUSTICS 

 CEMENT & GROUT RESIDUE REMOVER 

A rapid action cleaning agent for removing cement residues, grout stain, efflorescence and other similar 
deposits. This product can be used in dilute or concentrated form, to assist on removal of stubborn 
residue. 

APPLICATION 1 ltr 5 ltr 

Mild cases 25 M2 Per Bottle 125 M2 Per Bottle 

Severe cases 15 M2 Per Bottle 75 M2 Per Bottle 

Extremely server 5 M2 Per Bottle 25 M2 Per Bottle 
 

 TECHNICAL FEATURES 

• High performance 

• Targets heavy or light films 

• Walls & floors 

• Rapid action 

• Easy to use 

• Interior & exterior  

• Efflorescence remover 

 
 

DIRECTIONS FOR USE: 

     
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

STEP 1. 
Dilute solution 1:5 with cool 
water and apply carefully to 
the surface up to the joints. 
Try not to overlap onto tiles. 
 
 

 
 

 

STEP 2. 
Agitate immediately using a 
white emulsifying pad. Keep 
off of tiles that have not to be 
cleaned. 

 

STEP 3. 
Rinse immediately after 
scrubbing using cold water 
and a sponge. 

 

STEP 4. 
Change rinsing water and 
rinse again.  

 

STEP 5. 
Allow surfaces to dry before 
continuing with the next step. 
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2. PROTECTING AND ENHANCING THE APPEARANCE OF THE TILES 

 

 

COLOUR ENHANCING STONE SEALER 

Colour enhancing water based impregnating sealer. Provides an enhanced natural finish. Helps protect 
against staining. Strongly repels water, oil and grease. Allows surface to breathe. Helps reduce 
efflorescence. For all types of natural and artificial stone, quarry, brick, concrete & paving. Honed, rough 
cut and polished surfaces. 
 
 

 

APPLICATION 1 ltr 5 ltr 

Low porosity surfaces 15 M2 Per coat 75 M2 Per coat 

Higher porosity surfaces 7.5 M2 Per coat 37.5 M2 Per coat 

Polished surfaces 30 M2 Per coat 150 M2 Per coat 
 

 
 

TECHNICAL FEATURES 

• Non hazardous 

• High performance 

• Low odour VOC free 

• Enhances colour 

• Breathable  
 

 

DIRECTIONS FOR USE: 

 

    
 

STEP 1. 
Ensure surface to be treated 
is clean and as dry as 
possible before pouring the 
sealer onto the surface. 

 

 

STEP 2. 
Spread out evenly using a 
sealant applicator pad. 
 

 

STEP 3. 
Allow sealer to absorb and 
dry for 2 hours. Place a little 
water on the surface to see if 
is absorbed. 

 

STEP 4. 
If water is absorbed…further  
coats should be applied until  
the surface will absorb no more. 

 

STEP 5. 
Traffic can be allowed a few  
hours after application. Do not  
wash, cover or make excessively  
wet for at least 3 days following  
treatment. 

 

 

FURTHER INFORMATION - SEALING: 

Ensure that any surfaces not to be treated are properly covered and protected before beginning. When spraying ensure that gloves and eye 
protection are worn at all times. 

Some areas may look patchy following application, especially if the sealer is applied to surfaces that are still slightly damp. This is caused by 
retained moisture. This is normal. The sealer is breathable, so any damp patches caused by retained moisture should still dry to leave surfaces 
with an even appearance. This can sometimes take a further couple of days following application. Do not cover newly sealed surfaces with non-
breathable membrane, cardboard, plastic sheets. If necessary use breathable cotton dust sheets instead. 
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3. DAILY/WEEKLY CLEANING… 

 NATURAL STONE & PORCELAIN AFTERCARE CLEANER 

A gentle cleaner especially formulated to clean natural stone, porcelain and ceramic without damaging the 
grout or tile, leaving the floor with a fresh clean fragrance. Suitable for use on sealed, un-sealed, polished 
and unpolished surfaces. Can also be used in scrubber drier machines if necessary. For more information 
refer to the technical data sheet. 
 

APPLICATION 1 ltr 5 ltr 

20 M2 surface 40 washes aprox 200 washes aprox 
 

 TECHNICAL FEATURES 

• Environmentally friendly 

• PH Neutral 

• Phosphate free 

• Non film forming 

• Commercial & domestic 

• Sealed and unsealed surfaces 

• Fresh clean fragrance 

• Interior & exterior use 

 

DIRECTIONS FOR USE - MANUAL APPLICATION 

  
 
 
 
 
 
 
 
 
 

   

 

STEP 1. 
Dilute 1 capful of cleaner per 
litre of warm or cool water. 

 

STEP 2. 
Mop surfaces. Microfibre or 
string mops can be used. 

 

STEP 3. 
No need to rinse. 
 
 

 

STEP 4. 
leave surfaces to dry 
naturally.  

 

 

STEP 5. 
Keep off of surfaces until 
they are completely dry. 

 

AFTERCARE…. 
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